


















SMB see Server Message Block

SmokePing.  A latency measure-
ment tool that measures, stores and 
displays latency, latency distribution 
and packet loss all on a single 
graph.  SmokePing is available from 
http://oss.oetiker.ch/smokeping/

SNMP see Simple Network Man-
agement Protocol

Snort (http://www.snort.org/). A 
very popular open source intrusion 
detection system.  See also: Intru-
sion Detection System.

SoC see State of Charge

solar module see solar panel

solar panel. The component of a 
photovoltaic system used to con-
vert solar radiation into electricity. 
See also: battery, regulator, load, 
converter, inverter

solar panel array. A set of solar
panels wired in series and/or paral-
lel in order to provide the necessary 
energy for a given load.

solar power charge regulator see 
regulator

spectrum see electromagnetic 
spectrum

spectrum analyzer. A device that 
provides a visual representation of 
the electromagnetic spectrum. See 
also: Wi-Spy

Speed.  A generic term used to refer 
to the responsiveness of a network 
connection.  A "high-speed" network 

should have low latency and more 
than enough capacity to carry the 
traffic of its users.  See also: band-
width, capacity, and latency.

split horizon DNS.  A technique 
used to serve different answers to 
DNS requests based on the source 
of the request.  Split horizon is used 
to direct internal users to a different 
set of servers than Internet users.

spoof. To impersonate a network 
device, user, or service.

spot check tools.  Network moni-
toring tools that are run only when 
needed to diagnose a problem.  
Ping and traceroute are examples of 
spot check tools.

Squid.  A very popular open source 
web  proxy cache.  It is flexible, ro-
bust, full-featured, and scales to 
support networks of nearly any size.  
http://www.squid-cache.org/

SSID see Extended Service Set 
Identifier

SSL see Secure Sockets Layer

standalone photovoltaic system
see photovoltaic system

State of Charge (SoC). The 
amount of charge present in a bat-
tery, determined by the current volt-
age and type of battery.

stateful inspection.  Firewall rules 
that are aware of the the state asso-
ciated with a given packet. The state 
is not part of the packet as transmit-
ted over the Internet, but is deter-
mined by the firewall itself.  New, 
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established, and related connections 
may all be taken into consideration 
when filtering packets.  Stateful in-
spection is sometimes called con-
nection tracking.

stationary batteries. Batteries de-
signed to have a fixed location and
in scenarios where the power con-
sumption is more or less irregular. 
Stationary batteries can accommo-
date deep  discharge cycles, but they 
are not designed to produce high 
currents in brief periods of time. See 
also: lead-acid batteries

structure. In NEC2, a numerical
description of where the different 
parts of the antenna are located, 
and how the wires are connected 
up. See also: controls

subnet mask see netmask

subnets. A subset of a range of IP 
networks, defined by netmasks.

switch.  A network device that pro-
vides a temporary, dedicated con-
nection between communicating 
devices.  See also: hub.

switching conversion. A DC volt-
age conversion method that uses a 
magnetic component to temporarily 
store the energy and transform it to 
another voltage. Switching conver-
sion is much more efficient than lin-
ear conversion.

T
target. In netfilter, the action to be 
taken once a packet matches a rule.    
Some possible netfilter targets in-

clude   ACCEPT, DROP, LOG, and 
REJECT.

TCP see Transmission Control 
Protocol

TCP acknowledgment spoofing

TCP window size. The TCP pa-
rameter that defines how much data 
that may be sent before an ACK 
packet is returned from the receiving 
side. For instance, a window size of 
3000 would mean that two packets 
of 1500 bytes each will be sent, after 
which the receiving end will either 
ACK the chunk or request retrans-
mission.

TCP/IP see Internet protocol suite

TCP/IP network model. A popular 
simplification of the OSI network 
model that is used with Internet net-
works.  The TCP/IP model consists 
of five interdependent layers, from 
the physical through the application.  
See also: OSI network model.

tcpdump.  A popular open source 
packet capture and analysis tool  
available at http://www.tcpdump.org/.  
See also: WinDump and Wireshark.

Temporal Key Integrity Protocol 
(TKIP). An encryption protocol used 
in conjunction with WPA to improve 
the security of a communications 
session.

thermal solar energy. Energy col-
lected from the sun in the form of 
heat. See also: photovoltaic solar 
energy
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thrashing. The state when a com-
puter has exhausted the available 
RAM and must use the hard disk for 
temporary storage, greatly reducing 
system performance.

throughput.  The actual amount of 
information per second flowing 
through a network connection, dis-
regarding protocol overhead.

throughput testing tools. Tools 
that measure the actual bandwidth 
available between two points on a 
network.

Time To Live (TTL). A TTL value 
acts as a deadline or emergency 
brake to signal a time when the data 
should be discarded. In TCP/IP net-
works, the TTL is a counter that 
starts at some value (such as 64) 
and is decremented at each router 
hop.  If the TTL reaches zero, the 
packet is discarded. This mecha-
nism helps reduce damage caused 
by routing loops.  In DNS, the TTL 
defines the amount of time that a 
particular zone record should be 
kept before it must be refreshed.  In 
Squid, the TTL defines how long a 
cached object may be kept before it 
must be again retrieved from the 
original website.

TKIP see Temporal Key Integrity 
Protocol

TNC connector. A common, sturdy 
threaded microwave connector.

Tor (http://www.torproject.org/). An 
onion routing tool that provides 
good protection against traffic 
analysis.

traceroute / tracert.  A ubiquitous 
network diagnostic utility often used 
in conjunction with ping to determine 
the location of network problems.  
T h e U n i x v e r s i o n i s c a l l e d 
traceroute, while the Windows ver-
sion is tracert.  Both use ICMP echo 
requests with increasing TTL values 
to determine which routers are used 
to connect to a remote host, and 
also display latency statistics.  An-
other variant is tracepath, which 
uses a similar technique with UDP 
packets.  See also: mtr.

traction batteries see lead-acid
batteries

Transmission Control Protocol 
(TCP). A session oriented protocol 
that operates at the Transport Layer, 
providing packet reassembly, con-
gestion avoidance, and reliable de-
livery.  TCP is an integral protocol 
used by many Internet applications, 
including HTTP and SMTP.  See 
also: UDP.

transmission power. The amount 
of power provided by the radio 
transmitter, before any antenna gain 
or line losses.

transparent bridging firewall.  A 
firewall technique that introduces a 
bridge that selectively forwards 
packets based on firewall rules.  
One benefit of a transparent bridg-
ing firewall is that it does not require 
an IP address.  See also: bridge.

transparent cache.  A method of 
implementing a site-wide web  cache  
that requires no configuration on the 
web  clients.  Web  requests are si-
lently redirected to the cache, which 
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makes the request on behalf of the 
client.  Transparent caches cannot 
use authentication, which makes it 
impossible to implement traffic ac-
counting at the user level.  See also: 
site-wide web cache, Squid.

transparent proxy. A caching proxy 
installed so that users  web  requests
are automatically forwarded to the 
proxy server, without any need to 
manually configure web  browsers to 
use it.

transport layer. The third layer of 
the OSI and TCP/IP network mod-
els, which provides a method of 
reaching a particular service on a 
given network node. Examples of 
protocols that operate at this layer 
are TCP and UDP.

trending. A type of network monitor-
ing tool that performs unattended 
monitoring over long periods, and 
plots the results on a graph.  Trend-
ing tools allow you to predict future 
behavior of your network, which 
helps you plan for upgrades and 
changes.

TTL see Time To Live

tunnel.  A form of data encapsula-
tion that wraps one protocol stack 
within another.  This is often used in 
conjunction with encryption to pro-
tect communications from potential 
eavesdroppers, while eliminating the 
need to support encryption within 
the application itself.  Tunnels are 
often used conjunction with VPNs.

U
U.FL. A very tiny microwave con-
nector commonly used on mini-PCI 
radio cards.

UDP see User Datagram Protocol

unintentional users. Laptop users 
who accidentally associate to the 
wrong wireless network.

Unshielded Twisted Pair (UTP). 
Cable used for 10baseT and 
100baseT Ethernet, consisting of 
four pairs of twisted wires.

Useful Capacity (Cu ). The usable 
capacity of a battery, equal to the 
product of the Nominal Capacity
and the Maximum Depth of Dis-
charge.

User Datagram Protocol (UDP). A 
connectionless protocol (at the 
transport layer) commonly used for 
video and audio streaming. 

UTP see Unshielded Twisted Pair

V
valve regulated lead acid battery 
(VRLA) see lead-acid batteries

vertical polarization. An electro-
magnetic field with the electric com-
ponent moving in a linear vertical 
direction. Most wireless consumer 
electronic devices use vertical po-
larization. See also: circular polari-
zation, vertical polarization
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Very Small Aperture Terminal 
(VSAT). One of several standards 
used for satellite Internet access.  
VSAT is the most widely deployed 
satellite technology used in Africa.  
See also: Broadband Global Ac-
cess Network (BGAN) and Digital
Video Broadcast (DVB-S).

video sender. A 2.4 GHz video 
transmitter that can be used as an 
inexpensive signal generator.

Virtual Private Network (VPN). A
tool used to join two networks to-
gether over an untrusted network 
(such as the Internet).  VPNs are 
often used to connect remote users 
to an organization's network when 
traveling or working from home.  
VPNs use a combination of encryp-
tion and tunneling to secure all net-
work traffic, regardless of the appli-
cation being used.  See also: tun-
nel.

VoIP (Voice over IP).  A technology 
that provides telephone-like features 
over an Internet connection.  Exam-
ples of popular VoIP clients include 
Skype, Gizmo Project, MSN Mes-
senger, and iChat.

VPN see Virtual Private Network.

VRLA see valve regulated lead 
acid battery

VSAT see Very Small Aperture 
Terminal

Very Small Aperture Terminal 
(VSAT). One of several standards 
used for satellite Internet access.  
VSAT is the most widely deployed 
satellite technology used in Africa.  

See also: Broadband Global Ac-
cess Network (BGN) and Digital
Video Broadcast (DVB-S).

W
WAN see Wide Area Network

War drivers. Wireless enthusiasts 
who are interested in finding the 
physical location of wireless net-
works.

wavelength. The distance meas-
ured from a point on one wave to 
the equivalent part of the next, for 
example from the top of one peak to 
the next. Also known as lambda ( ).

WEP see Wired Equivalent Privacy

wget.  An open source command 
line tool for downloading web  pages.
http://www.gnu.org/software/wget/

Wi-Fi.  A marketing brand owned by 
the Wi-Fi Alliance that is used to 
refer to various wireless networking 
technologies (including 802.11a, 
802.11b, and 802.11g). Wi-Fi is 
short for Wireless Fidelity.

Wi-Fi Protected Access (WPA). A
fairly strong link layer encryption
protocol supported by most modern 
Wi-Fi equipment.

Wi-Spy. An inexpensive 2.4 GHz 
spectrum analysis tool available 
from http://www.metageek.net/.

Wide Area Network (WAN). Any
long distance networking technol-
ogy.  Leased lines, frame relay, 
DSL, fixed wireless, and satellite all 
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typically implement wide area net-
works.  See also: LAN.

wiki. A web site that allows any user 
to edit the contents of any page.  
One of the most popular public wikis 
is http://www.wikipedia.org/

window scale. A TCP enhancement 
defined by RFC1323 that allows 
TCP window sizes larger than 64KB.

WinDump. The Windows version of 
tcpdump.  It is available from
http://www.winpcap.org/windump/

Wired Equivalent Privacy (WEP). A
somewhat secure link layer en-
cryption protocol supported by vir-
tually all 802.11a/b/g equipment.

Wireless Fidelity see Wi-Fi.

wireshark.  A free network protocol 
analyzer for Unix and Windows.  
http://www.wireshark.org/

WPA see Wi-Fi Protected Access

Z
Zabbix (http://www.zabbix.org/)  A 
realtime monitoring tool that logs 
and notifies a system administrator 
about service and network outages.
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